
2. 

3. 

   

   

   

A

Note:

Existing structure shown dashed.

Existing slab to remain.

All  gutter line splices of seal, if possible,

shall  be shop fabricated. All  others may be

Joint area shall  be thoroughly cleaned just 

field splices.

prior to placing of seal.
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Seal with

Adhesive.

 

Saw Cut

Roadway Seal

Seal (Typ.)

Walkway Parapet
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Saw Cut

Top to be capped with

segment of same seal  as in

parapet joint: placed as in

roadway joint, and securely

fastened to main seal  in

shop.

Saw cut (only as deep as is

necessary to place seal

material).

 

SECTION

Scale: 1’’ = 1’-0’’

SECTION A-A

Scale: 1’’ = 1’-0’’

Joint Opening-

See Compression Seal

Cut out and seal  with

adhesive to make bend.

Seal to be as necessary to

assure that after insertion

and compression that a good

tight fit is provided.

Table (measured normal  to joint).

Saw to depth equal

to compressed height

þÿ�o�f� �s�e�a�l� 

þÿ�S�a�w� �c�u�t� �t�o� �c�r�e�a�t�e� ���’�’� �+� �l

(The exact dimension shall  be determined after

roadway cuts have been made, and shall  be such

that the sidewalk joint lines up with that created

in roadway joint).
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MODIFIED EXISTING BRIDGE

NON-ARMORED JOINT AT WALKWAY

BR-SS(7.11)-80-117


